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1/4" STL PL WELDED

TO STL COL

1/4" STL PL WELDED

TO STL COL

1/4" STL PL WELDED

TO STL COL
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1/4" STEEL PLATE WELDED

TO EXIST STEEL COLUMN

1/4" STEEL PLATE WELDED

TO EXIST STEEL COLUMN

52 KSI 3/8" STEEL COLUMN

4" WIDE SIDE FLANGEWITH

6" CENTER AND 4" WIDE

SIDE FLANGE WITH 1/4"PLATE

WELDED TO EACH SIDE

52 KSI 1/2" STEEL I BEAM WITH A 6 INCH

BASE FLANGE 10 INCH CENTER AND 6

INCH WIDE TOP FLANGE SPOT WELDED

TO THE EXSTG. BEAM

EXIST STL BEAM & CANOPY TO REMAIN
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WELD BEAN TO THE COLUMN

52 KSI 1/2" STEEL I BEAM WITH A 6 INCH

BASE FLANGE 10 INCH CENTER AND 6

INCH WIDE TOP FLANGE SPOT WELDED

TO THE EXSTG. BEAM

 



LOW E ARGON

.030 BLAST GLAZING LAMINATION

1/4" TEMPERED SOLAR BAN 60 OR EQUIVALENT

1

8

" TEMPERED.030 

1

8

" TEMPERED

BLAST RESISTANT DOUBLE GLAZED

 

3500 PSI CONCRETE

EMBEDDED 24" DEEP

 


